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A. Install 27° steel pole with Twin 50°/60° Mast arms (Cut to 35°). Traffic signal heads. and signs as shown. Ll W Nl =
(Note: 1-3“ 90° polyvinyl chloride (Schedule 80) bend.) W\ S
L = N7 o
B. Install 27’ steel pole with single 60’ mast arm (Cut to 35’1}, traffic signal heads and signs as shown. . Djlml Il A —
(Note: 1-3“, 90°polyvinyl chloride (Schedule 80) bend.) GENERAL NOTES: = < H z
. N (€] <T —
C. Install 14’ breakaway pedestal pole, gedes+rion count down signal head. pushbutton with pedestrian T. Al't underground utilities shown on these plans are schematic only and I Bll }H N Il
education sign adas shown. (Note: 1-3%, 90°polyvinyi chloride (Schedule 80) bend.) may not be complete. The contractor shall be responsible for notifying oy
. "MISS UTILITY" prior to construction so that all utilities may be located
D. Install NEMA size "6" base-mounted cabinet and controller with all necessary equipment for in the field. If the contractor perceives that a conflict between the )
underground electrical utility service equipment as shown. ' utilities and the traffic signal will occur. the confractor shall notify
. the project engineer immediately so that the conflict may be resclved. an
E. Remove existing side stacked signal heads and Install proposed signal heads on existing pedestal pole as shown.
2. All Traffic Signal Foundations shall be installed at the Final Sidewalk
F. Install handhole. or Curb grade for closed sections. Highest Roadway Profile Grade for
., : open sections. to meet clearances as specified in MD 816.03. MD 818.01.
G. Install 3" polyvinyl chioride electrical conduit (Schedute 80) (trenched). MD 818.02, and MD 818.04 The contractor shall verify ultimate grades
prior to the installation of all signal equipment.
H. Install 4” polyvinyl chloride electrical conduit (Schedule 80) (trenched).
, 3. The contractor shall remove all unused wiring.
J. Install 47 polyvinyl chloride electrical conduit (Schedule 80) (bored). _ #
K. Install 4” polyvinyl chtoride electrical conduit (Schedule 80) (trenched) with 35’ of power cable coiled %\,\P{i=f P(,(J'S'LA 53/@5’3 TOD AT 572z-14
ot base of existing utility pole for power service by PEPCO as shown. (Note: Also install one 2” polyvinyl :
chloride electrical conduit (Schedule 80) in same trench to base of utility for phone drop). : : REVISIONS APPROVALS / ! _
o : | F MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
L. Abandon existing conduit. _ \ <<// ) S f
M. Usg exljf’r".i*ng pedestal pole , and install new pedestrian sign with countdown ped heads | | | | , e NG ENGlNEEwé /GND|V|510N Off[ce Of Trafffc & a efy
- and push button. )
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PROPOSED N. Remove existing sign. use existing pedesta! pole —— : and install new pedestrian sign with Q%
EXISTING ———————~- countdown ped heads and pushbutton, | | 7 | |
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ELECTRIC £ E : STREET TRAFFIC STUDIES, LTD. 2
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